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RCD Delay Line Questionnaire

COMPANY:
     
DATE:
        

ADDRESS:
     





NAME:             E-mail:          TEL:         FAX:      
RCD Contact:       

RCD offers one of the widest ranges of standard and custom delay lines in the industry from 20pS to 20S including 3V and 5V active (TTL, ECL, CMOS), passive, and programmable models. If you have a new or existing application and would like assistance selecting the most appropriate delay line, please complete the following questions and e-mail to sales@rcdcomponents.com or fax to (603) 669-5455.

1. Is this an existing FORMCHECKBOX 
  or new FORMCHECKBOX 
 application? If existing, what parts are you using now?: 

    Mfr:             model:          description:         

   Are there any problems or deficiencies with the existing parts that you'd like RCD to improve upon?      
If a new application, have you found parts made by any other firm which are working OK?        Or which

   seem promising?       If so, please list Mfr:        Model:         

   Desc:      
2. What type of delay line is required? passive FORMCHECKBOX 
, active FORMCHECKBOX 
, or either will work  FORMCHECKBOX 

3. If passive, please indicate the required rise time or bandwidth:      , and the output impedance:      
4. Logic: TTL  FORMCHECKBOX 
, TTL Fast  FORMCHECKBOX 
, ECL10K  FORMCHECKBOX 
, ECL10KH  FORMCHECKBOX 
, ECL100K  FORMCHECKBOX 
, H-CMOS  FORMCHECKBOX 
, other      
5. Total delay time:      , Total delay tolerance: ±     %, ±     nS, or RCD standard  FORMCHECKBOX 

6. Are taps required?        If so how many? (5 taps is the most common for active DL's, 10 is most

    common for passive)       . Tap-to-tap delay tolerance: ±     %, ±     nS, or RCD standard  FORMCHECKBOX 
               7. Package: Surface Mount is preferred  FORMCHECKBOX 
 , SM is required  FORMCHECKBOX 
 , Through Hole Dip is preferred  FORMCHECKBOX 
 

    Through Hole Sip is preferred  FORMCHECKBOX 
, whichever type is most economical  FORMCHECKBOX 
 . Special package or size

    Restrictions?      
8. Please advise quantity level that you'd like quoted (reply required):       to      , target price:      
9. Operating Temp: commercial (O° to 70°C)  FORMCHECKBOX 
, industrial (-40 to +85"C)  FORMCHECKBOX 
, or Military (-55 to +125"C)  FORMCHECKBOX 

Other:      
10. Other mandatory requirements:      
11. Other desirable requirements:      
12. If there are any UL, Military, CSA, Bellcore, IEC, or other specifications that must be met in addition to the

  information provided herein, please reference the pertinent sections of the spec and send along with this  

  form.     
13. Pin Out (if particular pin out schematic is required describe here):                                                         

     
14. Application Circuit (if applicable,describe application circuit or send circuit diagram):      
Disclaimer: Any information, recommendations, and opinions resulting from this inquiry are offered solely for your consideration and verification, and are not, in part or total, to be construed as constituting a warranty or representation for which RCD Components Inc., or its officers and employees, assume legal responsibility.

RCD Components Inc, 520 E. Industrial Park Dr., Manchester, NH  USA  03109
TEL:(603)669‑0054  FAX:(603) 669‑5455   E-mail: engr@rcdcomponents.com  www.rcdcomponents.com   EF-115 Rev.B



RESISTORS • CAPACITORS • COILS • DELAY LINES











